
Decorative castings with Raysin and
metal leaf
Instructions No. 3086

Difficulty: Beginner

Working time: 1 hour

These instructions are perfect for craft enthusiasts who want to unleash their creativity and create unique, handmade
decorations. Whether as decorative elements for your home or as special gifts - the possibilities are almost endless. In these
instructions, we will show you how to make beautiful moulded pieces using simple materials and techniques and how to finish
them with leaf metal. Let yourself be inspired and discover how much fun crafting with casting clay can be. 
Let's go - there are no limits to your creativity!

Step 1: Prepare your workspace Protect your workspace with a handicraft mat so that you can work in a clean and organised
manner. 
Step 2: Mix the casting compound Mix Raysin and water to a creamy mixture according to the instructions on the pack. Here
is the recommended mixing ratio for Raysin White: 280 ml water + 1 kg powder = 650 ml casting compound (1 part water +
3.5 parts powder) Step 3: Fill the moulds Carefully pour the casting compound into the moulds. Tap the filled mould lightly on
the surface several times to release any air bubbles. After about 1 hour, you can carefully remove the castings from the
mould. Then leave them to dry in the air. 
Step 4: Smoothing the moulds Smooth the edges of the dried moulds with sandpaper. Remember to clean the casting moulds
thoroughly after use. 
Step 5: Prepare the gilding Using a basic brush, apply a thin layer of gold leaf priming milk to the areas you want to gild.
After approx. 20 minutes, the surface is ready for gilding for 1 to 24 hours, depending on the substrate. 
Step 6: Apply the leaf metal Using a synthetic brush, gently apply the leaf metal to the areas and press it on carefully. Leave
to dry for about 12 hours and remove excess leaf metal with the synthetic brush. 
Step 7: Polish and protect Polish the gold-plated areas with a cloth. Finally, apply the coating varnish to protect the gilded
areas from corrosion. 
Tip: Fixing candles If your stick candle is too large in diameter, you can adjust it with a candle sharpener. To hold the candle
firmly in place, place an adhesive wax disc in the base of the mould.

https://www.vbs-hobby.at/en/newsletter/


Must Have

Casting powder "Raysin 100", white, 1 kg

6,19 €
(1 kg = 6,19 €)
RRP 6,49 €

 Item
details

Quantity:

1

Add to shopping cart

Silicone casting mould "Stick candle holder Fun"

8,99 €
 Item

details
Quantity:

1

Add to shopping cart

https://www.vbs-hobby.at/en/casting-powder-raysin-100-white-a172335/
https://www.vbs-hobby.at/en/silicone-casting-mould-stick-candle-holder-fun-a348610/


Article information:

Article number Article name Qty

485555-01 Casting powder "Raysin 100", white1 kg 1

570183-01 VBS Leaf metal, 40 sheetsGold coloured 1

570022 KREUL Gold leaf priming milk, 50 ml 1

570046 KREUL Coating varnish for leaf metal, 50 ml 1

570220 KREUL Brushes set of 2 "Gilding" 1

18328 Spiral candleVanilla 1

21262 Adhesive wax plates 1

16321 Candle sharpener with catch bowl 1

13242805 VBS Handicraft mats 1

517003 Sandpaper, set of 6 1

24471 Silicone casting mould "Stick candle holder Fun" 1

24483 Silicone casting mould "Casket with lid" 1
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